Posts at culvert spaced

4 (102)

min.

at 37% (953) centers

A

T T T o n n n n n T .
J N\ | £ I j
12 (300) 12 (300)
min. L;A min.
50' (15.24 m) min. of other guardrail type required prior to barrier terminal. 6'-3" 6'-3" 50' (15.24 m) min. of other guardrail type required prior to barrier terminal.
(non-blocked guardrail shown) (1.91 m) ' (1.91 m) (blocked guardrail shown)
Pay limits of Guardrail Attached to Culvert
See DETAIL A for
1% M attatchment to
(44) Steel post . post.
70 xx,
3/§ (10)—| |- %6 (5) both ends ” Stool q ~
dia. ) § ” post \
ol N
Post Post 9 | 0
Y6 |1 e Culvert
standoff standoff 14) ” A head wall
H\‘”\E 70 xx, 1 - E %
. —T—— both ends DETAILB Ll Slope 1:10 or
| || %o flatter
SQUARE WASHER A | (14) Steel socket. See
J A | Cases I - VI for
$3x5.7 (S76x8.5) I assembly and o
2% | / steel post \ mounting details
(70) . = ”
E[G |:| o ~ Post standoff x See DETAIL B
N M| .
a = )/ / for welding
. NI of post standofs
Steel backup plate SQUARE WASHER A with [ ” \\
nested between %6 (7.9) dia. UNC, 1% |:|_[
guardrail and steel (31.8) long hex bolt POST |:| ] B %
ost. HIN and nut —
P L STANDOFF [ N
TN % (19)
i dia. SECTION A-A
1/ [ Js SECTION A-A
I ol b it
e I =5 1% NS
— T = (38) = GENERAL NOTES
i | 1T | | ” — See Standard 630001 for details of guardrail not
L ii | | || ‘—1\& shown.
/ ” [ 1l ] See Standard 630006 for details of non-blocked
Steeldplite beam ” / | guardrail not shown.
guardrai 3
Steel post at (76) - Post standoff All threaded rods and bolts shall be installed with
culvert heavy hex nuts and standard washers unless noted
STEEL POST otherwise
DETAILA — :
<3 All dimensions are in inches (millimeters)
Nig == unless otherwise shown.
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Two % x 7 (M19 x 178)
threaded rods secured
withchemical adhesive

12 (305)
Steel min.
post
\’r ] o % o)
;EW N /expansion bolt
NE
8 —
% x5 _/ ||| | |_| < T
(M16 x 127) | —17]
hex bolt || |
and nut |
i
i (WP -
/| | \( < g
Socket |
assembly |

Two % x 2 —/

(M13 x 50) hex
bolts and nuts

Greater of 5% (140)
or R+2% (R+64)

il

\

1%
" (38)
For R greater than 3 (76) provide
BRACKET A. For R less than or

equal to 3 (76) provide BRACKET B.
(BRACKET A shown)

* R varies between 0 to 6 (152)

CROSS SECTION
CASE|, (H+T-R) < 18 (457), TOP MOUNT
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TOP VIEW
4
2 (102) 70 xx
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(51 ~|2
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N
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(10) |__ | dia.
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>
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| | 70 xx % (10)
I N
| | PLATE C
| q o
| A
2
70 xx >—|>~ (51)
% (10)
10 % (10) 70 xx
SIDE VIEW
SOCKET ASSEMBLY
FOR CASEI

R

(51)
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W__ Two % (19) threaded
12 (305) min.

Steel rods. Length shall be
post = W+ 4 (102). ||
Te)
N\V / / SQUARE WASHER B I

o]
ol

(M16 x 127) [ — — ———
hex bolt
and nut

o a 3. I
/A |

(114)

R -
| IS
/| % ; N
Socket \ o] —”_ o]
assembly |/} \ - One % (19) =
| expansion bolt
Two % x 2 —/ | 1% b
(M13 x 50) hex ' " (38)
bolts \
For R greater than 3 (76) provide
BRACKET A. For R less than or
Greater of 5% (140)  ———— (001 to 3 (76) provide BRACKET B.
or R+2% (R+64) (BRACKET A shown)
* R varies between 0 to 6 (152)
CROSS SECTION ELEVATION
CASEIl, (H+T-R) <18 (457), SIDE-MOUNT THROUGH-BOLT
12 (305)
min. /»Two % x 11 (M19 x 279)

Steel
post = threaded rods secured |
N\@ with chemical adhesive "

% x 5 —/

(M16 x 127)
hex bolt
and nut

Socket /|

o]
ol

P
/:
4%
(114)
-

[e]
\ One % (19)

expansion bolt

L \
assembly |
Two % x 2 —/

1%
(M13 x 50) hex " (38)
bolts \
For R greater than 3 (76) provide
Greater of 5% (140) BRACKET A. For R less than or

. equal to 3 (76) provide BRACKET B.
or R+2% (R+64) (BRACKET A shown)

* R varies between 0 to 6 (152)

CROSS SECTION ELEVATION

CASE lll, (H+T-R) < 18 (457), SIDE-MOUNT ANCHORED
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GUSSET C -

HHS 4 x 4 x %

GUSSET C U

TOP VIEW

e E N
NS |//® | 7 (6) 70 xx

% (19— | ‘ |/ = 70 XX: % (IO)E N\
dia. 3 || | ®I8

(10)

70 xx >—|7—’1/4 ©)
70 xx >—|7—’3/8 (10)

Varies

% (10) 70 xx

SIDE VIEW

SOCKET ASSEMBLY
FOR CASES Il & 11l

|
|
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Steel
post \’W

12 (305)

% x 5 _/rl‘cz

(M16 x 127) ||
hex bolt

and nut /|| |
Socket H

min.

/—Two % x 7 (M19 x 178)

threaded rods secured
with chemical adhesive

assembly

Two % x 7 (M13 x 178) /

threaded rods secured
with chemical adhesive
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INE -
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4% =
(114) *

* R varies between 0 to 6 (152)

CROSS SECTION

I

M
I
|

i

ELEVATION
CASE IV, (H+T-R) > 18 (457), TOP MOUNT

/ GUSSET B

: / O PLATE E
HHS4x4><3/g\]_ &/
l_ ™~
H O —‘>—<%(10) 70 xx
TOP VIEW
4
(102)
%7 r % (10) 70 X
NS
%\lelg i ‘ ifwQ T1 |
2
e
o s
§§ mr— | dia.
S
|
: : PLATE B I\
| /H \_‘

% (10) 70 xx
SIDE VIEW
SOCKET ASSEMBLY
FOR CASE IV

70 xx >—W (10)

|
i
|
|
|
|
|
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w
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Steel
post

% x 5 /._

(M16 x 127)
hex bolt

and nut/
Socket

assembly

W

12 (305) min.

=
N\e

Two % (19) threaded rods

secured with chemical adhesive.
Length shall be W + 4 (102).

/ SQUARE WASHER B

|

mM
—

(330)|

Two % x 7 (M13 x 178)/

threaded rods secured
with chemical adhesive

Steel
post

% x5 —/

(M16 x 127)
hex bolt

and nut/|||
Socket "

assembly

Two % x 7 (M13 x 178)
threaded rods secured
with chemical adhesive

1
4%
(114)

114

Z

b

I — — — =

/ H\iF
< | —

— T
59— —

ol

_1°l ¢

* R varies between 0 to 6 (152)

CROSS SECTION

ELEVATION

CASEV, (H+T-R) > 18 (457), SIDE-MOUNT, THROUGH-BOLT

12 (305)

—

min.

Two % x 11 (M19 x 279)
threaded rods secured
with chemical adhesive
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(330

_1°l ¢

ol

* R varies between 0 to 6 (152)

CROSS SECTION

ELEVATION

CASEVI, (H+T-R) 2 18 (457), SIDE-MOUNT ANCHORED

GUSSET C -

HHS 4 x 4 x %

GUSSET C U

TOP VIEW
4
(102)
2 |
(51) r 7 (6] 70 xx
g3 [ 70 500y I
o .
34(19)_/| £ PLATE D __|\ |_“
70 xx 7, o | j \ O | | O
14 6 AN >
e I — 2k
XX >—V_/ 3 3 =
70 % (10) 5 | | _ 70 xx>m‘7— (76) | | (76)
CR - 8 |
(10) ©l PLATE A N~
| q I [
| A | —
2 2
70 XX>W‘>_/ H-I I_ _-I Iﬁ)
8 70 xx
% (10)
SIDE VIEW FRONT VIEW
SOCKET ASSEMBLY
FOR CASES V & VI

WEAK POST GUARDRAIL
ATTACHED TO CULVERT

(Sheet 5 of 6)

STANDARD 630111




1
Y l__(76) 1] ___ (203) . 1 Varies

(38)

% (16) dia.
A
% (16) olia.—/)\

N\
3
(76)
) I
|
(BRSSP
L
N
N
O/J
8
(203)

2%
(57)
%
(13)
3
(76)
1%
(38)
an)

~N
(251% B <|2 :: F
= i Ll 3
- | [l L (203)
f } , Varies . = RN oL
GUSSETA PLATEA |2 25) (25)

(102)
(102)

-

8 I I
2 (203) < | 7& <|:/_JO\ s
% | 5D o1 - 5 A_‘>_< RS Bk
L %o (7.9 dia.
16) dia.

Gusset A

m 5
<2 \—[”\:ag N R N N D BRACKET A
= = = 7
XX co
L E 4 | IR o
_72 | I_ Nz —1 38)
13 ) [ [ P~ I
®l= <2 % (22) —|1
dia. ! _
I — — [T [ ° F>@ 0|2
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|
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3 (67) 8
78 | 8 7 .
ao) [ 203) T e g e
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?\: E X g (] < § O /"@ —~ < §
/% (16) dia. —— - A—§—<70xx % (16) <]~ e =
S — C - ) ~ — Yo (7.9 dia
5, ‘8 Y Y <8 - Gusset A '
4 Iz ol F Z
(57) «|© 313 BRACKETB
I ] L] 3 3 % (22) dia.
| (76) | (76)
GUSSETC ~ 7
Nis! —
o
3 | TTT T 1 | _ © Q
) | B -
1% M ] i
(38) PLATE C & - S @
% (22) ™~ 10 |11/ ‘ | 1% .
dia. . 254 72 | -2
N e 1% — (254) — | (38) % ‘{ (38)
\NE N = (38) (38) (229) P~
=a | | N
% (22) dia. H [ -
- i an e \ \ |
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